
PRESERVING INTERIOR SPACE FOR GREATER
ENERGY RESERVES!

With EZA’s ENERG-CH under-chassis batteries, you can 
take advantage of large energy reserves in suspended,
watertight boxes. Whether you opt for the special 200A 
van model or the 400A camper van version, you’ll enjoy 
absolute comfort and be able to power all your needs 
without worrying about autonomy. The ENERG-CH is 
a 100% waterproof LIFEPO4 Lithium battery that has 
been developed with components that meet the IP67 
standard to guarantee perfect water, mud and dust 
tightness. It also incorporates a heating film to enable 
it to recharge even at temperatures of up to -40°C. 
-20°C. The batteries feature a Bluetooth module and
are supplied with a remote LCD screen and an 8-metre
cable for easy installation of the display inside the
vehicle.

The EXTERNAL RANGE 

UNDER CHASSIS BATTERIES

INTEGRATED HEATER
 For use up to -20°C

EXTERNAL BATTERY
Fits under the frame to keep 

your interior space useful

HIGH PERFORMANCE
LIFEPO4 lithium  

cell technology

SECURE
IP67 certified and 100%

waterproof dual
connectors

COMMUNICATION
Fitted with a BUSCAN socket  

for connection to a remote  
wired display



PRODUCT FEATURES
12V 200A 12V 400A

496323 496249

TECHNOLOGY LiFePo4

CELL TYPE PRISMATICS

CAPACITY 200 Ah 400 Ah

BMS INTEGRATED YES

RATED VOLTAGE 12,8V

END-OF-CHARGE VOLTAGE 14,6V

VACUUM SELF-CHARGING <15%/YEAR

UNLOADING CUT-OFF THRESHOLD 11V

MAXIMUM CONTINUOUS DISCHARGE CURRENT 240A/2880W 240A/2880W

MAXIMUM DISCHARGE CURRENT IN PIC (3 Sec.) 400A/4800W 400A/4800W

MAXIMUM RECOMMENDED LOAD CURRENT 100A 100A

OPERATING TEMPERATURE AT DISCHARGE -20°C / +60°C

OPERATING TEMPERATURE UNDER LOAD 0°C / +60°C

MODE OF COMMUNICATION WIRED WITH LCD DISPLAY

PARALLELING MAXI 4 UNITS

ASSEMBLY IN SERIES NO

AUTHORISED POSITION/FIXING STAND UP

TYPE OF INSTALLATION EXTERNAL / INTEGRATED CELL HEATING

CASING METAL

TERMINAL POST SIZE M6

CIRCUIT CUP INTEGRATED

NUMBER OF CYCLES 2500 to 5000 CYCLES*

DIMENSIONS IN MM PRODUCT ( L x W x H ) 415*381*190 550*405*200

NET WEIGHT 28KG 50KG

SUPPLIED WITH Remote LCD display with 8m cable, wiring M6 connectors IP67

EN STANDARD FORMAT (L0-L1-L2-L3-L4-L5) L1 -

WARRANTY 2 YEARS

LOGISTICS DATA
12V 200A 12V 400A

496323 496249

EAN CODE 3700628272045  3663970000974

CUSTOMS CODE 8507600090

SUPPLIER ORIGIN CHINA

DIMENSIONS IN MM PACKAGED PRODUCT ( L x W x H ) 547 x 412 x 247 mm 650 x 500 x 300 mm

PACKAGING BROWN CARTON

GROSS WEIGHT (KG) 28 52

QTY CARTON 1

QTY / MASTER CARTON / GROSS WEIGHT 1

QTY PALLET/GROSS WEIGHT 24 / 708KG 18 / 950KG

* The number of cycles varies according to the use of the product.

To access to the 
digital version, scan 

this QR Code.
The batteries are supplied with a remote
LCD display with an 8-metre cable for easy
installation of the display inside the vehicle.

The EXTERNAL RANGE 

UNDER CHASSIS BATTERIES

All our products come with a
2 Year Warranty

Need some advice ?
Contact the Hotline on +44 1376 428 006

More information on 
www.eza.fr


